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Safety First, Service-oriented

BEAF, REIAK--

o)) GIL

Connecting Tube (oil Seal)

EEE (18/HE)

Copper Opern Connecting Nose/gt-1
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1% Application
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& A TERBEEERSEIEE, GEEREEATEREREFSMASR, ¥EEEHEZ, BHBEGZENEE, GTRIFE AR EEEXAEEES, GLRIEHEEREE
Suitable for the connection of copper conductors in distribution equipment. XALIEELES ., GTLRIFEREHEEEEE. XAEBEILZH1E, REJE.

These products are applicable to connect the circular wire and hemicycle—sertor wire in distribution equipment or power supply cables.

GT serries connecting tube is made of copper tube. GTL series hole—passing connecting tube is made of frition—welding craft, both top quality.
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B=Type o) H L R R1 A
OT-10A 5.2 6 14.5 4.5 2 0.8
OT-20A 6.2 / 17 5.5 2.5 1
OT-30A 6.2 8.2 19 5.8 3.2 1.2
OT-40A 6.2 9 19.5 6.2 3.5 1.2 A2 Type D d D1 L1 L2 L
OT-50A B.2 9 2105 5.0 CEa 1.2 GTL-16 10 6 9 30 30 70
OT-60A 8.2 10 23 7 4 1.4 GTL-25 12 / 10 33 30 £5
OT-80A 82 11 25 8 4.5 1.5 GTL-35 14 8.9 11 40 30 85
OT-100A 8.2 12 29 8.5 5 155 GTL-50 16 9.8 13 42 NZ 95
OT-150A 102 12 ) 9 D) 1.6 GTL-70 18 1.5 15 50 338 105
OT-200A 10 14 3.3 10 6 1.4 GTL-95 21 13.5 17 50 40 110
OT-250A 10.2 19. 36 1.9 .0 - GTL-120 e 1o 19 ala) 42 112
OT-300A 12.2 16 40 115 / 2 GTL-150 25 1¢ 21 0o 44 118
OT-400A 14.2 18 43 13 8 2.2 GTL-185 27 18.5 At 60 46 125
OT-500A 14.2 20 46 14.5 8.5 2.4 GTL-240 30 21 26 60 54 130
OT-600A 16.2 s o205 16 10.5 2.8 GTL-300 34 23 28 65 56 145
OT-800A 18.2 26 o1 175 12.5 32 GTL-400 38 21 30 70 60 195
OT-1000A 18.2 30 66 20.5 155 3.0 GTL-500 43 29 34 s 65 165
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